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1) Herb Johnson was ask to give a talk about the Gonset G-76
which he designed for Gonset at the local radio club meeting.

2) The club members were working on a transceiver idea for
themselves, when Herb gave them some ideas on what he
would do if he would build one.

3) Herb went and built a SW-140 and needed cash to produce
more radios.
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4) John Linton, then manager of Elliot Electronics ask the
owner if she could provide money to help Herb Johnson

5) 250 radios later, Swan was born !

6) Swan moved to Oceanside, CA & John Linton moved to
Cleveland, OH and became a manager of Pioneer Electronics.

/) Swan would then start on manufacturing the SW-175 and
SW-120, then the SW-240 tri-bander, which really sent the
company moving fast.

8) John received a SW-240 chassis, a front panel along with
most parts to make a SW-140 40-meter SSB transceiver, plus
the first manuals printed.



Oswan

ELECTRONICS CORP.

Swan
Engineering

First Ad

Before

Publishing

Single Sideband Mobile Transceiver

MANUFACTURED BY Swan Engénsuing Co. BENSON, ARIZONA

*% 130 watts PEP input to 6DQ5 Power
Amplifier.

%% High frequency crystal lattice filter.
3 Kc. nominal bandwidth.

#% Unwanted sideband down approximately
40 db. Carrier suppression approximately
50 db.

%% Transmits automatically on receiving
frequency.

%% Exceptional mechanical, electrical, and

thermal stability. Supply voltages may be

varied over a 2:1 range with negligible
frequency shift. Oscillators fully tempera-
ture compensated.

#% Receiver sensitivity less than 1 microvolt
at 50 ohm input.

%% Smooth audio response from 200 to 3200
cycles results in exceptional voice quality
for single sideband.

*¥ POWER SUPPLY REQUIREMENTS:

275 volts DC, nominal, at 90 ma., receive and transmit.
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650 volts DC, nominal, at 25-200 ma., transmit only.

80 volts DC, negative bias, at 6 ma., receive and transmit.

12.6 volts AC or DC at 3.45 amperes, for filaments.

A revolutionary new design by Swan Engin-
eering provides single sideband communica-
tion for radio amateurs at a surprisingly low
cost. The one-band design gives exceptional,
high quality performance in all respects on
the chosen band. The following models are

available —

Model No. Frequency Range Sideband
SW-175 3.8 —4.00 me. Lower
SW-140 7.2 — 7.3 mc. Lower
SW-120 142 — 14,35 mc. Upper
SW-115 21.25 — 21.45 me. Upper
SW-110% 28.5 — 28.7 mc. Upper
SW-106%* 50.0 — 50.3 mc. Upper

( ¥ tentative)

Simple control system for greatest ease of
mobile operation. Front panel control2 in-
clude: Main Tuning, Volume, Carrier Bal-
ance, Microphone Gain, Exciter Tune, P. A.
Tune, P. A. Load, T-R Switch, Supply
On-Of{ Switch, and Meter Switch.

Main Tuning control is firm and smooth,
with 16:1 tuning ratio,

Transceiver produces approximately 25
watts carrier output on AM by simply ad-
justing the Carrier Balance control. Re-
ceives AM signals very satisfactorily by
zero beating the desired carrier.

3-Circuit microphone jack provides Push-
to-Talk operation. Automatic voice control
is not included. High impedance micro-
phone, only.

Meter rcads P. A. cathode current, or output
voltage to coaxial transmission line.

NET
PRICE
from
authorized dealers only

#% Heath Model HP-10 Transistorized Power Supply Kit is recommended for mobile operation with 12 volt cars. The
600 volts from this supply is sufficient to produce a PEP input of 130 watts to the Transceiver power amplifier.
Minor modifications are required. Data is supplied with each Transceiver.

*% Heath HP-20 Power Supply Kit is recommended for fixed station operation. Minor modifications are required.

Data is supplied with each Transceiver.

*¥% SIZE: 13% in. wide, 5% in. high, plus % in. for rubber feet, 11 in. deep. Weight: 11 pounds.
#% PRICE: Includes mobile mounting bracket, and power connecting plug, less power supply and microphone. ...
#% Heath HP-10 DC power supply kit is available from the Heath Company for $44.95, plus shipping cost, or from

Heath dealers for slightly higher.

#*% Heath HP-20 AC power supply kit is available from the Heath Company for $29.95, plus shipping, or from Heath

dealers for slightly higher.
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SW-140 Built in 1963 by John
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SwW-240
SINGLE SIDEBAND TRANSCEIVER




Sswan

ELECTRONICS CORP.

Updated a Little

MILLIAMPERES
W8DKI

SwW-140
SINGLE SIDEBAND TRANSCEIVER
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Operating
Manual



